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PHILIPS	TL-D	TL-D	18W	SNOW	WHITE	1SL/25

General	Information
Baza	elementului	de	fixare
G13	
[	Medium	Bi-Pin	Fluorescent]
DuratÄƒ	de	viaÈ›Äƒ	panÄƒ	la	eÈ™ec	de	10%	(nom.)
10000	h
DuratÄƒ	de	viaÈ›Äƒ	panÄƒ	la	eÈ™ec	de	50%	(nom.)
13000	h
Light	Technical
Flux	luminos	(nom.)
1000	lm
Denumirea	culorii
LuminÄƒ	naturalÄƒ	rece	extrem
CoordonatÄƒ	cromaticÄƒ	X	(nom.)
264
CoordonatÄƒ	cromaticÄƒ	Y	(nom.)
280
TemperaturÄƒ	de	culoare	corelatÄƒ	(nom.)
12000	K
Indice	de	redare	a	culorii	(nom.)
75
Operating	and	Electrical
Putere	consumatÄƒ	(W)	(Nom)
18	W
Curent	lampÄƒ	(nom.)
360	mA
Tensiune	(nom.)
59	V
Mechanical	and	Housing
FormÄƒ	bec
T8	
[	26	mm	(T8)]
Approval	and	Application
EtichetÄƒ	de	eficienÈ›Äƒ	energeticÄƒ	(EEL)
B
ConÈ›inut	de	mercur	(Hg)	(nom.)
8	mg
Consum	de	energie	kWh/1000	h
22	kWh
Product	Data
Cod	complet	produs
871150089350540
Nume	comandÄƒ	produs
TL-D	18W	Snow	White	1SL/25
EAN/UPC	–	Produs
8711500893505
Cod	de	comandÄƒ
89350540
NumÄƒrÄƒtor	SAP	–	Cantitate	per	pachet
1
NumÄƒrÄƒtor	SAP	–	Pachete	per	exterior
25
Material	SAP
928048045015
Greutate	netÄƒ	SAP	(bucatÄƒ)
71,000	g
Pret:	0,00	lei	(TVA	inclus)	

Detalii	online:	https://www.materialeelectrice.ro/tl-d-tl-d-18w-snow-white-1sl-25-251788


