
SCHNEIDER MINT - TEMPORIZATOR ELECTRONIC - 0,5…20 MIN

range of product Acti 9
nume produs Acti 9 MIN
nume scurt al dispozitivului MINt
tip produs sau componenta Silent electronic timer
compatibilitate produs Compatibilitate mecanica cu bare colectoare electrice tip pieptene
functie disponibila Impulse relay - Avertisment decuplare
tenta de culoare Alb (RAL 9003)
domeniul de aplicare al aparatului Building
tip de sarcina lampa fluocompact, ballast : conventional (1500 VA) - 22 lampa fluorescent, ballast :
electronic (23 W) - lampa cu halogen 230 V c.a. (3600 W) - lampa cu incandescenta 230 V c.a. (3600 W) -
24 lampa fluorescent, ballast : electronic (15 W) - 27 lampa fluorescent, ballast : electronic (11 W) - 34
lampa fluorescent, ballast : electronic (7 W) - tub fluorescent in montaj dual, ballast : conventional (3600
VA) - tub fluorescent, ballast : electronic (1000 VA) - tub fluorescent necorectat, ballast : conventional (3600
VA) - tub flourescent compensat paralel, ballast : conventional (1200 VA) - tuburi fluorescente compensate
sel, ballast : conventional (3600 VA)
maximum power consumption in VA 6 VA
curent maxim de comutatie 16 A - 230 V c.a. pf = 1
[Ue] tensiune operationala nominala 230 V c.a. +10 % -15 % la 50/60 Hz
temporizare Reglabil de la 0,5 la 20 minute
suport de montare Sina DIN
module de 9 mm 2
conexiuni - borne Borne cu suruburi - temperatura ambianta pentru utilizare -25…50 °C
grad de protectie IP IP20 B
Stare oferta sustenabila Produs Green Premium
Regulamentul REACH Declaratia REACH
Conform REACh fara SVHC Da
Directiva RoHS UE Conform Declaratia RoHS UE



Fara mercur Da
Informatii privind scutirea de la RoHS Da
Regulamentul RoHS Declaratia RoHS Produs in afara domeniului de aplicare a RoHS . Declaratia privind
substantele in scop informativ.
Raport de mediu Profilul ambiental al produsului
Profil circularitate Informatii privind sfarsitul duratei de viata
Garantie 18 luni
Pret: 352,46 LEI (TVA inclus)

Detalii online: https://www.materialeelectrice.ro/mint-temporizator-electronic-0-5-20-min-100790


