
LEGRAND STAND ALONE RELEASE DX³ 230 V~ - SUPPLIED CU BATTERY PENTRU
N/C PUSH-BUTTON

Caracteristici tehnice
Remote tripping auxiliaries
To fit on the Stanga-hand side of DX³ and TX³ devices
Maximum 1 remote tripping auxiliary per device
Allow insertion of the supply busbar
No tool required for joining together the auxiliary and the main device.
For MCBs, RCBOs, RCCBs and remote trip isolating switches
Autonomous shunt trip for N/C push-button
230 VA
For remote tripping with positive security on a control circuit via a N/C push-button or emergency stop. Does
not trigger its associated device in case of mains Putere failure (the trigger occurs only after a deliberate
action of a N/C push-button).
Supplied with battery
Mimimum working reserve: 60 hours (for remote tripping even if there is no supply Tensiune)
For remote tripping with positive security on a control circuit via a N/C push-button or emergency stop.
Does not trigger its associated device in case of mains Putere failure (the trigger occurs only after a deliberate
action of a N/C push-button).
Supplied with battery
Mimimum working reserve: 60 hours (for remote tripping even if there is no supply Tensiune)
Numar de module : 1.5
Caracteristici generale
Signalling, remote tripping auxiliaries and motorised controls DX³
Pret: 474,04 LEI (TVA inclus)

Detalii online: https://www.materialeelectrice.ro/stand-alone-release-dx3-230-v-supplied-cu-battery-pentru-
n-c-push-button-235817


